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CE-Declaration of Conformity

Producer: AS VILJANDI AKEN JA UKS, reg no 10052966, Puidu 6, 71020 Viljandi, Estonia

Hereby declares that

Product: external door SIDELIGHT

Product description: double glazing unit in timber frame
Produced: AS Viljandi Aken ja Uks, Puidu 6, 71020, Viljandi, Estonia

Confirms with characteristics in product standard EN 14351-1

s Test or calculation Classification . Class/ Notified

No Characteristics standard standard Unit value Type Test report(s) body*
S3 PX26626-1
S1B PX26626-2
Thermal 2 SLP-1B PX26626-3

1. ) EN ISO 10077-2 Declared values W/m°K Table 1 0402
transmittance SLP-2B PX26626-4
SLP-3B PX26626-5
1R PX26626-6

*Notified body:

0402 — SP Technical Research Institute of Sweden, Box 857, SE-501 15 Boras, Sweden

e  Products are produced according to standardisation proposal SFS 4434 in case it is not in conflict with
European standards.

e  Products are installed according to the product installation and maintenance instructions.

e  “Warranty conditions for doors and windows sold by AS Viljandi Aken ja Uks” apply to the sale of

products.

The Declaration of Conformity is established in accordance with Directive 89/106/EEC.
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Table 1. Calculated U-value results

2

No. 1('2‘?:)8 Gas Spacer Zkrg;r;e Y

S3 S1B SLP-1B | SLP-2B | SLP-3B 1R
1. float 4 air Aluminium OTS34 1,8 1,7 1,8 1,8 1,8 1,9
2. float 3/3 air Aluminium float 4 2,6 25 2,6 2,4 2,6 2,6
3. float 3/3 air Aluminium OTS3 4 1,9 1,8 1,8 1,8 1,8 2,0
4. float 3/3 argon Swisspacer | OTS14 15 14 1,4 15 1,4 1,6
5. float 4 argon Swisspacer | OTS34 15 14 15 15 15 1,6
6. float 6 argon Swisspacer | OTS36 1,6 15 1,6 1,6 1,6 1,7
7. float 4 argon Swissapcer | OTS14 15 14 1,4 15 1,4 15

OTS3 = Optitherm S3
OTS1 = Optitherm S1
Argon 90%




