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EXTERNAL DOOR VU-T2 

 

SPECIFICATIONS  

 

Description Outward opening hinged timber leaf hung in 

timber frame 

Intended use external door  

Door Leaf Thickness 62 mm.  In standard the 

decoration is flush, possible to order grooved 

pattern up to 2,5 mm, decorative boards 

and/or slits. 

Frame Softwood 54x105-220 mm 

Threshold Combined with hardwood and aluminium 

profile, height 25 mm 

Glass Triple pane sealed unit with 24 mm thickness 

Furniture Lock case ASSA 565 

Striker plate 1887-2 

Hinges Abloy 110-36 KSS ZN 

 

Finishing Standard: white, specific shades according to 

catalogues.  Possible to cover the door leaf 

with teak cover veneer+oil 

PERFORMANCE 

CHARACTERISTICS 
 

Thermal conductivity 0.77 W/m²K; 1.0 W/m²K with glass opening 

Air permeability Class 4 

Resistance to wind force Class C3 

Water tightness Class 7B 

DIMENSIONS  

Standard M9xM21, M10xM21 

Single-sided M4–13xM17–25 

With an extension M11–15xM17–25 

Double-sided M15–20xM17–25 

IRONMONGERY  

RST kick plate YES 

Additional lock YES 

Doorbell YES 

 

Judas YES 

Door latch YES 

Mail slot YES 

CERTIFICATES  

CE YES 

NDVK YES 


